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SYSTEM AND METHOD FOR PROVIDING 
USER DEFINED AGGREGATES IN A DATABASE SYSTEM 

CROSS-REFERENCE TO RELATED APPLICATIONS 

[0001] The subject matter of this application is related the subject matter of co- 
pending, commonly assigned, patent application Serial No. , filed concurrently, 

entitled "System and Method for Providing User-Defined Types in a Database System" 
(Attorney Docket: MSFT-3029/307007.1). 

COPYRIGHT NOTICE AND PERMISSION 

[0002] A portion of the disclosure of this patent document may contain material that is 
subject to copyright protection. The copyright owner has no objection to the facsimile 
reproduction by anyone of the patent document or the patent disclosure, as it appears in the 
Patent and Trademark Office patent files or records, but otherwise reserves all copyright rights 
whatsoever. The following notice shall apply to this document: Copyright © 2004, Microsoft 
Corp. 

FIELD OF THE INVENTION 

[0003] The present invention relates to data storage in a computer system, and more 
particularly, to a system and method for providing user-defined aggregates in a database system. 

BACKGROUND 

[0004] Database management systems exist today that provide database developers 
with the ability to write program code that can be executed within the database environment by, 
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• 

for example, a runtime component integrated within the database environment. For example, 
MICROSOFT SQL SERVER is a comprehensive database management platform that provides 
extensive management and development tools, a powerful extraction, transformation, and 
loading (ETL) tool, business intelligence and analysis services, and other capabilities. Among 
other improvements, the MICROSOFT WINDOWS .NET Framework Common Language 
Runtime (CLR), a runtime environment, recently has been integrated into the SQL SERVER 
database. 

[0005] The CLR is the heart of the MICROSOFT .NET Framework, and provides the 
execution environment for all .NET code. Thus, code that runs within the CLR is referred to as 
"managed code." The CLR provides various functions and services required for program 
execution, including just-in-time (JIT) compilation, allocating and managing memory, enforcing 
type safety, exception handling, thread management and security. The CLR is now loaded by 
SQL SERVER upon the first invocation of a .NET routine. 

[0006] In previous versions of SQL SERVER, database programmers were limited to 
using Transact-SQL when writing code on the server side. Transact-SQL is an extension of the 
Structured Query Language as defined by the International Standards Organization (ISO) and the 
American National Standards Institute (ANSI). Using Transact-SQL, database developers can 
create, modify and delete databases and tables, as well as insert, retrieve, modify and delete data 
stored in a database. Transact-SQL is specifically designed for direct structural data access and 
manipulation. While Transact-SQL excels at structural data access and management, it is not a 
full-fledged programming language as are VISUAL BASIC .NET and C#. For example, 
Transact-SQL does not support arrays, collections, for each loops, bit shifting or classes. 

[0007] With the CLR integrated into the SQL SERVER database, database developers 
can now perform tasks that were impossible or difficult to achieve with Transact-SQL alone. 
Both VISUAL BASIC .NET and C# are modern programming languages offering full support 
for arrays, structured exception handling, and collections. Developers can leverage CLR 
integration to write code that has more complex logic and is more suited for computation tasks 
using languages such as VISUAL BASIC .NET and C#. These programming languages offer 
object-oriented capabilities such as encapsulation, inheritance and polymorphism. Related code 
can be easily organized into classes and namespaces. 

[0008] Managed code is better suited than Transact-SQL for number crunching and 
complicated execution logic, and features extensive support for many complex tasks, including 
string handling and regular expressions. With the functionality found in the .NET Framework 
Base Class Library (BCL), database developers have access to thousands of pre-built classes and 
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routines which can be easily accessed from any stored procedure, trigger or user defined 
function. 

[0009] Another benefit of managed code is type safety. Before managed code is 
executed, the CLR verifies that the code is safe. This process is known as "verification." During 
verification, the CLR performs several checks to ensure that the code is safe to run. For example, 
the code is checked to ensure that no memory is read that has not be been written to. The CLR 
will also prevent buffer overflows. 

[0010] When writing managed code, the deployment unit is called an assembly. An 

assembly is packaged as a dynamic link library (DLL). Managed DLL assemblies can be loaded 

into and hosted by SQL SERVER. The CREATE ASSEMBLY statement is used to register an 

assembly in the server. Here is an example: 

CREATE ASSEMBLY YukonCLR 
FROM 'C:\MyDB App\YukonCLR.dll' 

The FROM clause specifies the pathname of the assembly to load. 

[0011] Traditionally, database management systems, such as SQL SERVER, have 
supported built-in aggregate functions defined by the structured query language (SQL), such as 
COUNT, SUM, MAX, MUST, and AVG, that operate on a set of input scalar values and generate 
a single aggregate value from that set. Typically, in these systems, the only option users have to 
program the computation of an aggregate function is to write a stored procedure that creates a 
cursor over a set of rows and computes the aggregate function by iterating over groups of rows in 
that cursor. It would be desirable if users could create their own custom aggregate functions that 
would operate, from the standpoint of a user, as any of the built-in aggregate functions. The 
present invention provides such a capability. 

SUMMARY 

[0012] The present invention is directed to a system and method that allows a user to 
define new aggregate functions that operate, from the standpoint of a user, as any built-in 
aggregate function. According to the invention, a user writes program code in a high-level 
programming language that implements a class that defines the structure of a user-defined 
aggregate and methods that can be invoked on instances of the user-defined aggregate. The class 
is then registered with the database system, which enforces a specific contract for user-defined 
aggregates against the class. The term "contract," as used herein and in the claims, refers to a 
technique that is used at runtime in object-oriented programming environments to check that 
code to be executed satisfies certain pre-conditions or requirements to ensure that it will execute 
properly. According to the present invention, the contract against which a class that defines a 
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user-defined aggregate is compared requires that the class implement the following types of 
methods: (1) a method that can be invoked to initialize the computation of an instance of the 
user-defined aggregate; (2) a method that can be invoked to accumulate a plurality of values to 
be aggregated with the user-defined aggregate; and (3) a method that can be invoked to compute 
a final result of an instance of the user-defined aggregate. In one embodiment, the contract 
further requires the class to implement a method that can be invoked to merge an instance of the 
user defined aggregate with another partial aggregation. The contract may also require (i) that 
the class specify one of a plurality of different formats for persisting instances of the user- 
defined aggregate in a database store, and/or (ii) that the class implement a public constructor 
having no arguments. Once these requirements are satisfied, the database system enables the 
user-defined aggregate to be used in queries like any of the built-in aggregate functions provided 
by the database system. The database system may store metadata describing the structure of a 
user-defined aggregate for subsequent use in processing queries that reference a user-defined 
aggregate. 

[0013] In one embodiment, the plurality of different formats for persisting instances of 
the user-defined aggregate comprises a first format in which an instance of the user-defined 
aggregate is automatically serialized in accordance with a native format of the database system, 
and a second format in which an instance of the user-defined aggregate is serialized in a manner 
defined by the user authored class. Additionally, when the present invention is embodied within 
MICROSOFT SQL SERVER, in which the MICROSOFT .NET CLR is integrated, a third 
format is available in which an instance of the user-defined aggregate is serialized in accordance 
with a method provided by the MICROSOFT .NET Framework. 

[0014] Other features and advantages of the invention may become apparent from the 
following detailed description of the invention and accompanying drawings. 

BRIEF DESCRIPTION OF THE DRAWINGS 

[0015] The foregoing summary, as well as the following detailed description of the 
invention, is better understood when read in conjunction with the appended drawings. For the 
purpose of illustrating the invention, there is shown in the drawings exemplary embodiments of 
various aspects of the invention; however, the invention is not limited to the specific methods 
and instrumentalities disclosed. In the drawings: 

[0016] Figure 1 is a flow diagram illustrating one aspect of a method of the present 
invention, in accordance with one embodiment thereof; 

[0017] Figure 2 A is a program code listing of an exemplary class definition for a user- 
defined aggregate, in accordance with one embodiment of the present invention; 

-4- 



MSFT-3027/307008.01 

[0018] Figure 2B is a program code listing of another exemplary class definition for a 
user-defined aggregate, in accordance with one embodiment of the present invention; 

[0019] Figure 3 is a flow diagram illustrating further aspects of one embodiment of a 
method of the present invention; 

[0020] Figure 4 is a block diagram illustrating the serialization and deserialization of 
an instance of a user-defined aggregate that has been instantiated in managed code; 

[0021] Figure 5 is a table illustrating certain metadata stored in a database system 
catalog, in accordance with an embodiment of the present invention; 

[0022] Figure 6 is a block diagram representing an exemplary network environment 
having a variety of computing devices in which the present invention may be implemented; and 

[0023] Figure 7 is a block diagram representing an exemplary computing device in 
which the present invention may be implemented. 

DETAILED DESCRIPTION OF THE INVENTION 

[0024] The subject matter of the present invention is described with specificity to meet 
statutory requirements. However, the description itself is not intended to limit the scope of this 
patent. Rather, the inventors have contemplated that the claimed subject matter might also be 
embodied in other ways, to include different steps or elements similar to the ones described in 
this document, in conjunction with other present or future technologies. Moreover, although the 
term "step" may be used herein to connote different aspects of methods employed, the term 
should not be interpreted as implying any particular order among or between various steps herein 
disclosed unless and except when the order of individual steps is explicitly described. 

[0025] The above Summary provides an overview of the features of the invention. A 
detailed description of one embodiment of the invention follows. In the embodiment described 
below, the foregoing features of the present invention are described as implemented in the 
MICROSOFT SQL SERVER database system. As mentioned above, SQL SERVER 
incorporates the MICROSOFT .NET Common Language Runtime (CLR) to enable managed 
code to be written and executed to operate on the data store of a SQL SERVER database. While 
the embodiment described below operates in this context, it is understood that the present 
invention is by no means limited to implementation in the SQL SERVER product. Rather, the 
present invention can be implemented in any database system that supports the execution of 
object-oriented programming code to operate on a database store, such as object oriented 
database systems and relational database systems with object relational extensions. Accordingly, 
it is understood that the present invention is not limited to the particular embodiment described 
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below, but is intended to cover all modifications that are within the spirit and scope of the 
invention as defined by the appended claims. 
Creating a User-Defined Aggregate 

[0026] As stated above, according to the invention, a user writes program code in a 
high-level programming language that implements a class that defines the structure (e.g., the 
fields or properties of the class) of a user-defined aggregate and the methods that can be invoked 
on instances of the aggregate. In the present embodiment, the class may be written in a high- 
level programming language supported by the MICROSOFT .NET CLR, such as MICROSOFT 
VISUAL BASIC .NET or C#. In the present embodiment, the class file is annotated with a 
custom attribute called SqlUdAgg() to identify it as a class definition for a user-defined 
aggregate. 

[0027] In the present embodiment, the SqlUdAggQ attribute comprises the following 
properties: 

Format - this is the storage format of the user-defined aggregate, described more 
fully below; and 

MaxByteSize - this is the maximum size in bytes that will be needed to store the 
state for this aggregate during computation. In the present embodiment, the maximum 
allowed value is 8000 bytes. 

[0028] In other embodiments, there may be fewer or more properties included in the 
SqlUdAgg() attribute. 

[0029] Further according to the present invention, the class that defines a user-defined 
aggregate must meet the requirements of a specific contract. The contract is enforced against the 
class when the user attempts to register the class with the database system. The term "contract," 
as used herein and in the claims, refers to a technique that is used at runtime in object-oriented 
programming environments to check that code to be executed satisfies certain pre-conditions or 
requirements to ensure that it will execute properly. According to the present embodiment, the 
contract against which a class that defines a user-defined aggregate is compared requires that the 
class defining the user-defined aggregate comprise a set of methods that can be invoked by a 
query processor of the database system to initialize the computation of an instance of the user- 
defined aggregate, to accumulate input values into the function provided by the user-defined 
aggregate, and to retrieve the aggregate value. In the present embodiment, this set of methods 
comprises the following three methods. 
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[0030] The first is a method that can be invoked to initialize the computation of an 
instance of the user-defined aggregate. In the present embodiment, this method has the 
following signature: 

public void Init(); 

The query processor will use this method to initialize the computation of the aggregation. In the 
present embodiment, this method will be invoked once for each group that the query processor is 
aggregating. Preferably, the query processor may choose to reuse the same instance of the 
aggregate class for computing aggregates of multiple groups. In the present embodiment, the 
Init() method should perform any clean-up as necessary from previous uses of this instance and 
bring it to a state where it can be used to re-start a new aggregate computation. 

[0031] The second is a method that can be invoked to accumulate a plurality of values 
to be aggregated with the user-defined aggregate. In the present embodiment, this method has 
the following signature: 

public void Accumulate (input-type); 
The input Jype argument should be a data type provided by the database system. The query 
processor will invoke this method to accumulate the aggregate values in accordance with its 
function. In the present embodiment, this method will be invoked once for each value in the 
group that is being aggregated, and the query processor will call this method after performing an 
Init on the given instance of the user-defined aggregate class. In the present embodiment, the 
implementation of this method by the class author should update the state of the instance to 
reflect the accumulation of the argument value being passed into the method. 

[0032] The third is a method that can be invoked to compute a final result of an 
instance of the user-defined aggregate. In the present embodiment, this method has the 
following signature: 

public returnjype Terminate(); 
This method completes the aggregate computation and returns the result of the aggregation. In 
the present embodiment, the returnjype should be a data type provided by the database system. 

[0033] In the present embodiment, the contract may further require that the class 
implement a fourth method that can be invoked to merge another instance of the user-defined 
aggregate with a current instance. In the present embodiment, this method has the following 
signature: 

public void Merge(udagg_class) m , 
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The udaggjclass argument is a reference to the other instance that is to be merged into the 
current instance. In the present embodiment, the query processor may use this method to merge 
multiple partial computations of an aggregation on partitions of a group. 

[0034] In the present embodiment, the contract may also require that the class specify 
one of a plurality of different formats for persisting (i.e., storing) instances of the user-defined 
aggregate in a database store, i.e., the format that the SQL engine will use to store instances of 
the user-defined aggregate on disk. A query processor of the database system may use 
serialization when it needs to persist temporary results of an aggregation into work-tables. As 
mentioned above, in the present embodiment, the persistence format (sometimes also referred to 
as the "storage format") is specified using the Format property of the SqlUdAgg() custom 
attribute. The following storage formats are available to the class author: 

[0035] Format = Native. When this format is specified, the SQL Server engine will 
use an efficient native representation on disk. In the present embodiment, this is the most 
compact and efficient format option. Also in the present embodiment, additional requirements 
for specifying this format are (i) that the class has to also be annotated with a 
StructLayout.LayoutKindSequential custom attribute, (ii) all the fields of the user-defined 
aggregate should be blittable, (iii) the type should not specify a value for MaxByteSize, (iv) the 
type should not have any [NonSerialized] fields, and (v) no field should be marked as an explicit 
layout. A "blittable" type is a type that has a common representation in both managed and 
unmanaged memory. Such types do not require conversion when passed between managed and 
unmanaged code. 

[0036] Format=UserDefined. When this format is specified, the class author must 
provide code for handling the storage of instances of the user-defined aggregate. This gives full 
control over the binary format to the user. In the present embodiment, additional requirements 
for specifying this format are (i) the class must implement the IBinarySerialize interface, and (ii) 
the class must specify a value for the MaxByteSize property. 

[0037] Format=SeriaIizedDataWithMetadata. This format stores instances of the 
user-defined aggregate in accordance with the serialization options provided by the 
MICROSOFT .NET Framework. Also, with this format, serialization metadata is stored along 
with each instance of the type. In the present embodiment, additional requirements for 
specifying this format are (i) the class should be annotated with the [Serializable] attribute, and 
(ii) the class must specify a value for MaxByteSize. 

[0038] Finally, in one embodiment, the contract may also require a class defining a 
user-defined aggregate to contain a public constructor having no arguments. 
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[0039] Figure 1 is flow diagram illustrating one embodiment of a method for 
registering a user-defined aggregate with a database system, such as, in the present embodiment, 
the MICROSOFT SQL SERVER database system. As shown at step 100, the process begins 
with a user creating a CLR class definition for a new user-defined aggregate. As mentioned 
above, the class must be annotated with the SqlUdAgg() custom attribute and it must satisfy the 
requirements of the contract for user-defined aggregates in accordance with the present 
invention. 

[0040] Figure 2A is an exemplary code listing in the C# programming language for a 
class that defines a user-defined aggregate function called "Concat." This aggregate function 
concatenates a set of input string values within one or more groups. The groups are defined by 
the set of rows that share a common value specified in the set of expressions listed in a GROUP 
BY clause of a SQL statement. For example, consider the following SQL query: 

SELECT Department, Concat (email) FROM Employees 

WHERE Location = 'Seattle' 

GROUP BY Department 
In this example, all Employees sharing the same value in the Department column of the 
Employee row will be grouped together. The Concat function will be applied to each row in the 
group to compute an email list for the employees in the same department. 

[0041] Figure 2B is an exemplary code listing in the C# programming language for a 
class that defines a user-defined aggregate function called "SumOfSquares" which calculates the 
sum of the squares of a sequence of input values of type Sqllnt32. As shown in both examples, 
the class definition for each user-defined aggregate includes the SqlUdAgg() custom attribute 
and the Init(), Accumulate(), Merge(), and Terminate() methods required by the contract for 
user-defined aggregates. 

[0042] Referring again to Figure 1, once the program code for the class has been 
created, the class is compiled and an assembly is produced at step 102. Next, at step 104, the 
assembly containing the user-defined aggregate is registered with the SQL Server store using a 
CREATE ASSEMBLY DDL statement. At step 106, in accordance with the present 
embodiment, the user-defined aggregate is registered with the SQL SERVER database using a 
CREATE AGGREGATE statement. In the present embodiment, the CREATE AGGREGATE 
statement has the following syntax: 

CREATE AGGREGATE [schema-name.]aggregate name 
( @param_name input jsqltype ) 

RETURNS return_sqltype 
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EXTERNAL NAME assembly _name[:class_name] 
The class _name is the name of the class, and the assembly _name is the name of the assembly 
that contains the class. The aggregate _name is the name that users will use to invoke the 
aggregate function within a SQL query. Like tables, procedures, functions and types, user- 
defined aggregates may be defined within a specific schema in a database. Schemas serve as 
name spaces that organize objects registered inside the database. The schema-name is the name 
space within a SQL database where the user-defined aggregate is registered. The inputjsqltype 
and returnjsqltype are the equivalents of the data types used in the Accumulate() and 
Terminate() methods of the class, respectively. The @paramjtame is the name given to the 
argument that is to be passed into the aggregate function. By way of example, assuming that the 
C# code of Figure 2 A is compiled into an assembly named concat-udagg.dll, the following could 
be used to register the user defined aggregate Concat with SQL SERVER: 

CREATE AGGREGATE Concat (@instr nvarchar(400)) 

RETURNS nvarchar (MAX) 

EXTERNAL NAME [concat-udagg]:Concat 
[0043] Referring back to Figure 1, during type creation, as shown at step 108, the 
system ensures the user-defined aggregate contract is fully implemented by the class 
implementing the aggregate. If the contract is satisfied, then as shown at step 1 14, a user-defined 
aggregate is created over the managed code class. As part of the aggregate creation and 
validation process, the facets (fields and methods) of the user-defined aggregate are validated 
and information is imported into the database system catalog that describes the structure of the 
user-defined aggregate and its methods. Once this process is complete, the user-defined 
aggregate is registered and can be used in queries. If the user-defined aggregate contract is 
violated, then as shown at step 112, the attempt to register the user-defined aggregate will be 
rejected and an error will reported to the user. 
Properties for query optimization 

[0044] In accordance with one embodiment of the present invention, additional 
properties of a user-defined aggregate can be specified in its class definition and used by a query 
processor to optimize computation of the aggregate function. That is, these properties can be 
used by a query optimizer to search for alternative, more efficient query execution plans. In the 
present embodiment, these properties can be specified as part of the SqlUdAgg() custom attribute 
in the program code that implements the class that defines the user-defined aggregate. In the 
present embodiment, the following additional properties may be specified: 
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[0045] IsInvariantToDuplicates - This property, if set to true, indicates whether the 
user-defined aggregate is invariant to duplicates, i.e., whether AGG(S+{X})=S when X in S. 
Built-in aggregates, such as MIN and MAX, satisfy this condition, whereas a built-in aggregate, 
such as SUM, does not. In the present embodiment, the default value is FALSE, i.e. an 
aggregate cannot be assumed to be invariant to duplicates. The SQL language provides explicit 
control over duplicates. For example, one may extract the (Country, City) columns out of an 
EMPLOYEE table. One may want the result to contain as many rows as those in the 
EMPLOYEE table, or only the distinct values for (Country, City). When an aggregate is known 
to be invariant to duplicates, the computation delivering the data to the aggregate can be 
modified by either discarding or introducing new duplication-removal operations. Duplication- 
removal does take processing time, so in some cases it is more efficient not to do it; on the other 
hand, duplication-removal may reduce the number of rows processed by later operations and 
shorten execution time. In accordance with the present invention, a query optimizer can use the 
IsInvariantToDuplicates property to determine the best strategy and will have the freedom to 
introduce or remove this operation when the IsInvariantToDuplicates property is set to "true." 

[0046] IsInvariantToNulls - This property, if set to true, indicates whether the 
aggregate is invariant to NULLs, i.e., whether AGG(S+{NULL})=AGG(S). Built-in aggregates, 
such as MIN and SUM satisfy this condition, whereas an aggregate, such as COUNT, does not. 
In the present embodiment, the default value for the IsInvariantToNulls property is "false." If an 
aggregate is invariant to NULLs, then NULL rows can be discarded from the input in some 
cases, but care must be taken not to discard entire groups. For example, if an aggregate is 
performed on the result of an outerjoin operation, NULL rows can be filtered before they are 
processed by the outerjoin. The query processor can respond to the IsInvariantToNulls property 
in this manner to optimize a query if appropriate. 

[0047] IsInvariantToOrder - This property, when set to true, indicates whether the 
aggregate is invariant to order. If a user-defined aggregate is invariant to order, a query 
optimizer has more flexibility in choosing execution plans for queries that include the aggregate. 
In the present embodiment, the default value for the IsInvariantToOrder property is "false." A 
query specification can request that the aggregate process it's input in a specified order. 
However, when the IsInvariantToOrder property of a user-defined aggregate is true, then the 
Query Processor can ignore the order request and potentially avoid having to sort the data. 

[0048] IsNulIIfEmpty - This property, when set to true, indicates whether the 
aggregate returns NULL if the group is empty, i.e. if no values have been accumulated. In the 
present embodiment, the default value for this property is "false." The following example 
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describes what the optimizer can consider based on the IsNullIfEmpty property. It is important 
to note that with all the foregoing properties, what the properties do is allow more alternatives 
for the execution of a query. Depending on the actual data and the predicates, those new 
alternatives may or may not be better, and it is the task of the optimizer to choose one of them 
based on the estimated execution cost. In other words, the aggregate properties do not 
necessarily dictate a different way to process the query, but give the optimizer more freedom in 
choosing a plan. 

[0049] With respect to the IsNullIfEmpty property, for example, suppose that the 
following query is generated to the query processor, and that it includes a user-defined aggregate 
("Agg") that operates on a set of rows, R, in table T. 
SELECT T. * 
FROMT 
WHERE T.a > 

(SELECT Agg(R.b) 
FROM R 

WHERE R.c = T.c) 

If R is an empty set, then the query processor will be performing the aggregate on an empty set. 
However, if the query processor knows from the IsNullIfEmpty property of the user-defined 
aggregate, that the aggregate returns a NULL value if a group is empty, then the query can be 
rewritten by the query processor to be more efficiently executed as follows: 
SELECT T. * 
FROMT left outer join 

(SELECT c, Agg(r.b) a 
FROM R 

GROUP by R.c) V on V.c = T.c 
WHERE T.a> V.a 

The resulting query can then be simplified further according to known techniques. For example, 
since the predicate T.a > V.a will reject rows with NULL values in V.a, the outer join can be 
simplified to inner join. 

[0050] In the present embodiment, there are two important aspects to the framework for 
expressing these optimization properties. First, every property has a default value. This allows 
new properties to be created in the future, without requiring a rewrite of existing user-defined 
aggregates classes. Second, every property is defined such that the default value is always safe, 
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in the sense that the optimizer considers only conservative plans unless specifically told that the 
aggregate has specific behavior that can be exploited. 
Invoking a user-defined aggregate 

[0051] In the present embodiment, user-defined aggregates can be invoked in SELECT 
lists and are subject to the same rules as system aggregate functions. For example, the user- 
defined aggregate, Concat, defined in the code sample shown in Figure 2A, concatenates a set of 
strings within a group. This aggregate function could be used to compute an email list for a set of 
people in the same department, using a query such as the following: 

SELECT Department, CONCAT(email) FROM Employees 
WHERE Location = 'Seattle' 
GROUP BY Department 

[0052] In the present embodiment, when a query involving a user-defined aggregate is 
compiled, the database system generates four expressions (from the methods in the class 
definition) that the query processor will call at various points during the execution of the 
aggregate: initialization, accumulation, merge, and terminate. In the present embodiment, each 
of these compiled expressions will be encapsulated as a function implemented by a sequence of 
.NET Intermediate Language (IL) instructions. The IL instructions generated implement a 
custom marshalling mechanism for input arguments and return values. The instructions also 
include the appropriate method invocations necessary to carry out the aggregation. 

[0053] Figure 3 is a flow diagram illustrating the logical steps performed by the query 
processor of a database system in performing the aggregation for a group on which the user- 
defined aggregate is being computed, in accordance with one embodiment of the present 
invention. As shown, at step 300, the query processor first creates an instance (e.g., x) of the 
user-defined aggregate class, if necessary. The query processor may also choose to reuse an 
instance from the computation of a previous group. Next, at step 302, the query processor 
invokes the initialization method (e.g., x.InitQ) to initialize the instance for a fresh computation 
of the aggregate. Then, the first element (i.e. row) in the group to be aggregated is obtained (step 
304) and a determination is made at step 306 as to whether the element is NULL. If the element 
is not NULL, then at step 310, the AccumulateQ method is invoked passing the element as the 
argument. Control then passes to step 312. 

[0054] If at step 306, it is determined that the element is NULL, then the query 
processor determines at step 308 whether the IsInvariantToNulls property of the SqlUdAgg() 
custom attribute is set to false. If so, then control passes to step 310 where the AccumulateQ 
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method is invoked passing the element as an argument. If the IsInvariantToNulls property is set 
to true, then control passes to step 312. 

[0055] At step 312, a determination is made as to whether there are any other elements 
of the group to be aggregated. If so, then control passes back to step 306 where steps 306-310 
are repeated for the next element. These steps will be repeated until all of the elements of the 
group have been processed. Once all of the elements of the group have been processed, then at 
step 314 the query processor calls the Terminate() method and returns the value returned by the 
TerminateQ method as the return value for the aggregate function. 

[0056] As mentioned above, in the present embodiment, the query processor may also 
invoke the Merge() method of an instance of a user-defined aggregate. Merge may be used 
whenever a final aggregate result is based on computing the aggregate on subsets of data. For 
example, the Merge() method can be used in parallel query processing, where data is partitioned 
and provided to different processors to compute an aggregate in parallel. At the end of such 
parallel processing, the Merge() method is invoked to combine the results of the partial 
aggregations. 

[0057] The Merge() method can also be invoked when combining data from multiple 
sources. For example, data can be gathered from multiple servers and it may be desirable to 
compute an aggregate result at the end. Instead of getting all the data to a central site and only 
then computing the aggregate, the aggregate evaluation can be done separately at each server, 
and then the results can be combined using the Merge() method. This is an example of splitting 
an aggregation into a "local aggregation 1 ' followed by "global or final aggregation." 

[0058] Another example is moving the "local aggregation" below a UNION ALL 
operation. In some cases, it is possible and effective to move the "local aggregation" below other 
operations such as JOIN or OUTERJOIN. In such case, the goal is to reduce the data volume to 
process and therefore provide improved execution time. The Merge() method is needed to do the 
global aggregation. 

[0059] Additionally, in cases where main memory is limited, the Merge() method can 
be used to make the aggregate computation more efficient. For example, a stream of rows can be 
read and computing of aggregates started. When main memory is exhausted, some of these 
aggregates (which are only partially computed) can be sent to disk, freeing up space to receive 
more rows. In the end, the results of the partial aggregations sent to disk will need to be 
combined together through a global aggregation for the final result. Again, the Merge() method 
can be used for this global aggregation. 
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[0060] Figure 4 illustrates the serialization and deserialization of an instance of a user- 
defined aggregate. As mentioned above, a query processor of the database system may use 
serialization when it needs to persist temporary results of an aggregation into work-tables. As 
illustrated in Figure 4, when an application or user of the database system generates a query to 
the database system that includes an expression that references a user-defined aggregate, the 
query processor will create an instance of the user-defined aggregate class in CLR memory to 
hold the state of the aggregation (or the query processor will re-use an existing instance). If the 
query processor needs to persist temporary results of an aggregation to disk, the in-memory 
instance will be serialized to disk in accordance with the storage format specified by the format 
property of the SqlUdAggQ custom attribute in the class definition for the aggregate. When 
ready to continue computation, the instance will be deserialized back into an in-memory 
instance. 

[0061] Because serialization and deserialization of an instance of a user-defined 
aggregate can be time consuming, this process can have an impact on processing time. For 
example, in the case of an aggregation that requires serialization to store temporary results of an 
aggregation, when computing an aggregate over a group of rows, the instance of the user-defined 
aggregate must be deserialized each time the Accumulate() method is invoked on a given row of 
the group. That is, for each row of the group, the query processor must deserialize the serialized 
form into an in-memory instance, invoke the Accumulate() method, and then serialize the 
instance to disk. In the present embodiment, this is accomplished by a series of IL instruction 
having the following pseudo-code form: 

push input argument 

push binary state of aggregate on runtime stack 

deserialize instance of aggregate 

invoke Accumulate() 

serialize instance of aggregate 

return binary state of aggregate 
Having to execute this series of instruction for each row of a large group is very time consuming, 
as the deserialize and serialize operations take a significant amount of time. According to 
another aspect of the present invention, to overcome the inefficiencies that might otherwise result 
in such a scenario, the query processor caches the instance of the user-defined aggregate in 
memory rather than deserializing/serializing the instance for each row of a group. The cached 
instance is then used across the rows of the group, and the instance need only be deserialized 
once. This results in a significant optimization. 
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Metadata 

[0062] As mentioned above, in the present embodiment, as part of the user-defined 
aggregate creation and validation process, information in the form of metadata is imported into 
the database system catalog that describes the structure of the aggregate and its methods. Figure 
5 illustrates the column headings of a table of the database system catalog in which metadata 
information for each user-defined aggregate contained in a CLR assembly is stored. Each row of 
this table stores metadata about one user-defined aggregate or other object registered with the 
database. User-defined aggregates are identified in the table with an "AF" designation. The 
information stored for each aggregate includes an "objected" that uniquely identifies the 
aggregate, and an identification (assembly_id) of the assembly from which the aggregate was 
created. The "assembly_class" identifies the name of the class within the assembly that defines 
the aggregate. 

Modifications to Existing Database System 

[0063] In some embodiments, in order to accommodate the user-defined aggregate 
capabilities of the present invention, it may be desirable to make the following types of 
modifications to the existing database management system. First, the query optimizer may need 
to be modified to recognize user-defined aggregates and the optimization properties discussed 
above, which may be specified for them. Second, whereas with built-in aggregates, the 
DISTINCT modifier for aggregate functions can be treated as part of the aggregate, so that, for 
example, one can consider one aggregate to be SUM and another SUM DISTINCT, with user- 
defined aggregates it is necessary to treat the DISTINCT modifier separate from the aggregation 
function. Third, in query execution, it may be necessary to change the algorithms that do 
grouping and aggregation (typically, stream aggregation, hash aggregation and index 
aggregation) to call the four methods of the user-defined aggregate class, instead of hard coded 
functions for the standard SQL aggregations. Finally, it may be desirable for internal 
representations of user-defined aggregates to be similar to that of existing built-in aggregate 
functions so that other code can interact with the user-defined aggregates using a relatively 
uniform interface. 

[0064] As is apparent from the above, all or portions of the various systems, methods, 
and aspects of the present invention may be embodied in hardware, software, or a combination 
of both. When embodied in software, the methods and apparatus of the present invention, or 
certain aspects or portions thereof, may be embodied in the form of program code (i.e., 
instructions). This program code may be stored on a computer-readable medium, such as a 
magnetic, electrical, or optical storage medium, including without limitation a floppy diskette, 
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CD-ROM, CD-RW, DVD-ROM, DVD-RAM, magnetic tape, flash memory, hard disk drive, or 
any other machine-readable storage medium, wherein, when the program code is loaded into and 
executed by a machine, such as a computer or server, the machine becomes an apparatus for 
practicing the invention. A computer on which the program code executes will generally include 
a processor, a storage medium readable by the processor (including volatile and non-volatile 
memory and/or storage elements), at least one input device, and at least one output device. The 
program code may be implemented in a high level procedural or object oriented programming 
language. Alternatively, the program code can be implemented in an assembly or machine 
language. In any case, the language may be a compiled or interpreted language. 

[0065] The present invention may also be embodied in the form of program code that is 
transmitted over some transmission medium, such as over electrical wiring or cabling, through 
fiber optics, over a network, including a local area network, a wide area network, the Internet or 
an intranet, or via any other form of transmission, wherein, when the program code is received 
and loaded into and executed by a machine, such as a computer, the machine becomes an 
apparatus for practicing the invention. 

[0066] When implemented on a general-purpose processor, the program code may 
combine with the processor to provide a unique apparatus that operates analogously to specific 
logic circuits. 

[0067] Moreover, the invention can be implemented in connection with any computer 
or other client or server device, which can be deployed as part of a computer network, or in a 
distributed computing environment. In this regard, the present invention pertains to any computer 
system or environment having any number of memory or storage units, and any number of 
applications and processes occurring across any number of storage units or volumes, which may 
be used in connection with processes for creating user-defined aggregates in a database store in 
accordance with the present invention. The present invention may apply to an environment with 
server computers and client computers deployed in a network environment or distributed 
computing environment, having remote or local storage. The present invention may also be 
applied to standalone computing devices, having programming language functionality, 
interpretation and execution capabilities for generating, receiving and transmitting information in 
connection with remote or local services. 

[0068] Distributed computing facilitates sharing of computer resources and services by 
exchange between computing devices and systems. These resources and services include, but are 
not limited to, the exchange of information, cache storage, and disk storage for files. Distributed 
computing takes advantage of network connectivity, allowing clients to leverage their collective 
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power to benefit the entire enterprise. In this regard, a variety of devices may have applications, 
objects or resources that may implicate processing performed in connection with the methods of 
the present invention. 

[0069] Figure 6 provides a schematic diagram of an exemplary networked or 
distributed computing environment. The distributed computing environment comprises 
computing objects 10a, 10b, etc. and computing objects or devices 1 10a, 1 10b, 1 10c, etc. These 
objects may comprise programs, methods, data stores, programmable logic, etc. The objects may 
comprise portions of the same or different devices such as PDAs, televisions, MP3 players, 
personal computers, etc. Each object can communicate with another object by way of the 
communications network 14. This network may itself comprise other computing objects and 
computing devices that provide services to the system of Figure 6, and may itself represent 
multiple interconnected networks. In accordance with an aspect of the invention, each object 
10a, 10b, etc. or 1 10a, 1 10b, 1 10c, etc. may contain an application that might make use of an 
API, or other object, software, firmware and/or hardware, to request use of the processes used to 
implement the methods of the present invention. 

[0070] It can also be appreciated that an object, such as 1 10c, may be hosted on another 
computing device 10a, 10b, etc. or 1 10a, 1 10b, etc. Thus, although the physical environment 
depicted may show the connected devices as computers, such illustration is merely exemplary 
and the physical environment may alternatively be depicted or described comprising various 
digital devices such as PDAs, televisions, MP3 players, etc., software objects such as interfaces, 
COM objects and the like. 

[0071] There are a variety of systems, components, and network configurations that 
support distributed computing environments. For example, computing systems may be connected 
together by wired or wireless systems, by local networks or widely distributed networks. 
Currently, many of the networks are coupled to the Internet, which provides the infrastructure for 
widely distributed computing and encompasses many different networks. Any of the 
infrastructures may be used for exemplary communications made incident to the present 
invention. 

[0072] The Internet commonly refers to the collection of networks and gateways that 
utilize the TCP/IP suite of protocols, which are well-known in the art of computer networking. 
TCP/IP is an acronym for "Transmission Control Protocol/Internet Protocol." The Internet can 
be described as a system of geographically distributed remote computer networks interconnected 
by computers executing networking protocols that allow users to interact and share information 
over the network(s). Because of such wide-spread information sharing, remote networks such as 



- 18- 



MSFT-3027/307008.01 

the Internet have thus far generally evolved into an open system for which developers can design 
software applications for performing specialized operations or services, essentially without 
restriction. 

[0073] Thus, the network infrastructure enables a host of network topologies such as 
client/server, peer-to-peer, or hybrid architectures. The "client" is a member of a class or group 
that uses the services of another class or group to which it is not related. Thus, in computing, a 
client is a process, i.e., roughly a set of instructions or tasks, that requests a service provided by 
another program. The client process utilizes the requested service without having to "know" any 
working details about the other program or the service itself. In a client/server architecture, 
particularly a networked system, a client is usually a computer that accesses shared network 
resources provided by another computer, e.g., a server. In the example of Figure 6, computers 
1 10a, 1 10b, etc. can be thought of as clients and computer 10a, 10b, etc. can be thought of as 
servers, although any computer could be considered a client, a server, or both, depending on the 
circumstances. Any of these computing devices may be processing data in a manner that 
implicates the user-defined aggregate techniques of the invention. 

[0074] A server is typically a remote computer system accessible over a remote or local 
network, such as the Internet. The client process may be active in a first computer system, and 
the server process may be active in a second computer system, communicating with one another 
over a communications medium, thus providing distributed functionality and allowing multiple 
clients to take advantage of the information-gathering capabilities of the server. Any software 
objects utilized pursuant to the invention may be distributed across multiple computing devices. 

[0075] Client(s) and server(s) may communicate with one another utilizing the 
functionality provided by a protocol layer. For example, Hypertext Transfer Protocol (HTTP) is 
a common protocol that is used in conjunction with the World Wide Web (WWW), or "the 
Web." Typically, a computer network address such as an Internet Protocol (IP) address or other 
reference such as a Universal Resource Locator (URL) can be used to identify the server or client 
computers to each other. The network address can be referred to as a URL address. 
Communication can be provided over any available communications medium. 

[0076] Thus, Figure 6 illustrates an exemplary networked or distributed environment, 
with a server in communication with client computers via a network/bus, in which the present 
invention may be employed. The network/bus 14 may be a LAN, WAN, intranet, the Internet, or 
some other network medium, with a number of client or remote computing devices 1 10a, 1 10b, 
1 10c, 1 lOd, 1 lOe, etc., such as a portable computer, handheld computer, thin client, networked 
appliance, or other device, such as a VCR, TV, oven, light, heater and the like in accordance 
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with the present invention. It is thus contemplated that the present invention may apply to any 
computing device in connection with which it is desirable to create user-defined aggregates in a 
database store. 

[0077] In a network environment in which the communications network/bus 14 is the 
Internet, for example, the servers 10a, 10b, etc. can be servers with which the clients 1 10a, 1 10b, 
1 10c, 1 lOd, 1 lOe, etc. communicate via any of a number of known protocols such as HTTP. 
Servers 10a, 10b, etc. may also serve as clients 1 10a, 1 10b, 1 10c, 1 lOd, 1 lOe, etc., as may be 
characteristic of a distributed computing environment. 

[0078] Communications may be wired or wireless, where appropriate. Client devices 
1 10a, 1 10b, 1 10c, 1 lOd, 1 lOe, etc. may or may not communicate via communications 
network/bus 14, and may have independent communications associated therewith. For example, 
in the case of a TV or VCR, there may or may not be a networked aspect to the control thereof. 
Each client computer 1 10a, 1 10b, 1 10c, 1 lOd, 1 lOe, etc. and server computer 10a, 10b, etc. may 
be equipped with various application program modules or objects 135 and with connections or 
access to various types of storage elements or objects, across which files or data streams may be 
stored or to which portion(s) of files or data streams may be downloaded, transmitted or 
migrated. Any computer 10a, 10b, 1 10a, 1 10b, etc. may be responsible for the maintenance and 
updating of a database, memory, or other storage element 20 for storing data processed according 
to the invention. Thus, the present invention can be utilized in a computer network environment 
having client computers 1 10a, 1 10b, etc. that can access and interact with a computer 
network/bus 14 and server computers 10a, 10b, etc. that may interact with client computers 1 10a, 
1 10b, etc. and other like devices, and databases 20. 

[0079] Figure 7 and the following discussion are intended to provide a brief general 
description of a suitable computing device in connection with which the invention may be 
implemented. For example, any of the client and server computers or devices illustrated in 
Figure 6 may take this form. It should be understood, however, that handheld, portable and other 
computing devices and computing objects of all kinds are contemplated for use in connection 
with the present invention, i.e., anywhere from which data may be generated, processed, received 
and/or transmitted in a computing environment. While a general purpose computer is described 
below, this is but one example, and the present invention may be implemented with a thin client 
having network/bus interoperability and interaction. Thus, the present invention may be 
implemented in an environment of networked hosted services in which very little or minimal 
client resources are implicated, e.g. , a networked environment in which the client device serves 
merely as an interface to the network/bus, such as an object placed in an appliance. In essence, 
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anywhere that data may be stored or from which data may be retrieved or transmitted to another 
computer is a desirable, or suitable, environment for operation of the methods of the invention. 

[0080] Although not required, the invention can be implemented via an operating 
system, for use by a developer of services for a device or object, and/or included within 
application or server software that operates in accordance with the invention. Software may be 
described in the general context of computer-executable instructions, such as program modules, 
being executed by one or more computers, such as client workstations, servers or other devices. 
Generally, program modules include routines, programs, objects, components, data structures 
and the like that perform particular tasks or implement particular abstract data types. Typically, 
the functionality of the program modules may be combined or distributed as desired in various 
embodiments. Moreover, the invention may be practiced with other computer system 
configurations and protocols. Other well known computing systems, environments, and/or 
configurations that may be suitable for use with the invention include, but are not limited to, 
personal computers (PCs), automated teller machines, server computers, hand-held or laptop 
devices, multi-processor systems, microprocessor-based systems, programmable consumer 
electronics, network PCs, appliances, lights, environmental control elements, minicomputers, 
mainframe computers and the like. 

[0081] Figure 7 thus illustrates an example of a suitable computing system environment 
100 in which the invention may be implemented, although as made clear above, the computing 
system environment 100 is only one example of a suitable computing environment and is not 
intended to suggest any limitation as to the scope of use or functionality of the invention. 
Neither should the computing environment 100 be interpreted as having any dependency or 
requirement relating to any one or combination of components illustrated in the exemplary 
operating environment 100. 

[0082] With reference to Figure 7, an exemplary system for implementing the invention 
includes a general purpose computing device in the form of a computer 110. Components of 
computer 110 may include, but are not limited to, a processing unit 120, a system memory 130, 
and a system bus 121 that couples various system components including the system memory to 
the processing unit 120. The system bus 121 may be any of several types of bus structures 
including a memory bus or memory controller, a peripheral bus, and a local bus using any of a 
variety of bus architectures. By way of example, and not limitation, such architectures include 
Industry Standard Architecture (ISA) bus, Micro Channel Architecture (MCA) bus, Enhanced 
ISA (EISA) bus, Video Electronics Standards Association (VESA) local bus, and Peripheral 
Component Interconnect (PCI) bus (also known as Mezzanine bus). 
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[0083] Computer 110 typically includes a variety of computer readable media. 
Computer readable media can be any available media that can be accessed by computer 110 and 
includes both volatile and nonvolatile media, removable and non-removable media. By way of 
example, and not limitation, computer readable media may comprise computer storage media 
and communication media. Computer storage media include both volatile and nonvolatile, 
removable and non-removable media implemented in any method or technology for storage of 
information such as computer readable instructions, data structures, program modules or other 
data. Computer storage media include, but are not limited to, RAM, ROM, EEPROM, flash 
memory or other memory technology, CDROM, digital versatile disks (DVD) or other optical 
disk storage, magnetic cassettes, magnetic tape, magnetic disk storage or other magnetic storage 
devices, or any other medium which can be used to store the desired information and which can 
be accessed by computer 110. Communication media typically embody computer readable 
instructions, data structures, program modules or other data in a modulated data signal such as a 
carrier wave or other transport mechanism and include any information delivery media. The 
term "modulated data signal" means a signal that has one or more of its characteristics set or 
changed in such a manner as to encode information in the signal. By way of example, and not 
limitation, communication media include wired media such as a wired network or direct-wired 
connection, and wireless media such as acoustic, RF, infrared and other wireless media. 
Combinations of any of the above should also be included within the scope of computer readable 
media. 

[0084] The system memory 130 includes computer storage media in the form of 
volatile and/or nonvolatile memory such as read only memory (ROM) 131 and random access 
memory (RAM) 132. A basic input/output system 133 (BIOS), containing the basic routines that 
help to transfer information between elements within computer 110, such as during start-up, is 
typically stored in ROM 131. RAM 132 typically contains data and/or program modules that are 
immediately accessible to and/or presently being operated on by processing unit 120. By way of 
example, and not limitation, Figure 7 illustrates operating system 134, application programs 135, 
other program modules 136, and program data 137. 

[0085] The computer 110 may also include other removable/non-removable, 
volatile/nonvolatile computer storage media. By way of example only, Figure 7 illustrates a hard 
disk drive 141 that reads from or writes to non-removable, nonvolatile magnetic media, a 
magnetic disk drive 151 that reads from or writes to a removable, nonvolatile magnetic disk 152, 
and an optical disk drive 155 that reads from or writes to a removable, nonvolatile optical disk 
156, such as a CD-RW, DVD-RW or other optical media. Other removable/non-removable, 
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volatile/nonvolatile computer storage media that can be used in the exemplary operating 
environment include, but are not limited to, magnetic tape cassettes, flash memory cards, digital 
versatile disks, digital video tape, solid state RAM, solid state ROM and the like. The hard disk 
drive 141 is typically connected to the system bus 121 through a non-removable memory 
interface such as interface 140, and magnetic disk drive 151 and optical disk drive 155 are 
typically connected to the system bus 121 by a removable memory interface, such as interface 
150. 

[0086] The drives and their associated computer storage media discussed above and 
illustrated in Figure 7 provide storage of computer readable instructions, data structures, program 
modules and other data for the computer 110. In Figure 7, for example, hard disk drive 141 is 
illustrated as storing operating system 144, application programs 145, other program modules 
146 and program data 147. Note that these components can either be the same as or different 
from operating system 134, application programs 135, other program modules 136 and program 
data 137. Operating system 144, application programs 145, other program modules 146 and 
program data 147 are given different numbers here to illustrate that, at a minimum, they are 
different copies. A user may enter commands and information into the computer 110 through 
input devices such as a keyboard 162 and pointing device 161, such as a mouse, trackball or 
touch pad. Other input devices (not shown) may include a microphone, joystick, game pad, 
satellite dish, scanner, or the like. These and other input devices are often connected to the 
processing unit 120 through a user input interface 160 that is coupled to the system bus 121, but 
may be connected by other interface and bus structures, such as a parallel port, game port or a 
universal serial bus (USB). A graphics interface 1 82 may also be connected to the system bus 
121. One or more graphics processing units (GPUs) 184 may communicate with graphics 
interface 182. A monitor 191 or other type of display device is also connected to the system bus 
121 via an interface, such as a video interface 190, which may in turn communicate with video 
memory 186. In addition to monitor 191, computers may also include other peripheral output 
devices such as speakers 197 and printer 196, which may be connected through an output 
peripheral interface 195. r 

[0087] The computer 110 may operate in a networked or distributed environment using 
logical connections to one or more remote computers, such as a remote computer 180. The 
remote computer 180 may be a personal computer, a server, a router, a network PC, a peer 
device or other common network node, and typically includes many or all of the elements 
described above relative to the computer 110, although only a memory storage device 181 has 
been illustrated in Figure 7. The logical connections depicted in Figure 7 include a local area 
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network (LAN) 171 and a wide area network (WAN) 173, but may also include other 
networks/buses. Such networking environments are commonplace in homes, offices, enterprise- 
wide computer networks, intranets and the Internet. 

[0088] When used in a LAN networking environment, the computer 1 10 is connected 
to the LAN 171 through a network interface or adapter 170. When used in a WAN networking 
environment, the computer 110 typically includes a modem 172 or other means for establishing 
communications over the WAN 173, such as the Internet. The modem 172, which may be 
internal or external, may be connected to the system bus 121 via the user input interface 160, or 
other appropriate mechanism. In a networked environment, program modules depicted relative to 
the computer 1 10, or portions thereof, may be stored in the remote memory storage device. By 
way of example, and not limitation, Figure 7 illustrates remote application programs 185 as 
residing on memory device 181. It will be appreciated that the network connections shown are 
exemplary and other means of establishing a communications link between the computers may 
be used. 

[0089] As the foregoing illustrates, the present invention is directed to a system and 
methods for creating user-defined aggregates in a database management system. It is understood 
that changes may be made to the embodiments described above without departing from the broad 
inventive concepts thereof. For example, while an embodiment of the present invention has been 
described above as being implemented in Microsoft's SQL SERVER database management 
system, it is understood that the present invention may be embodied in any database management 
system. Accordingly, it is understood that the present invention is not limited to the particular 
embodiments disclosed, but is intended to cover all modifications that are within the spirit and 
scope of the invention as defined by the appended claims. 

[0090] "Microsoft" and "Windows" are registered trademarks of Microsoft 
Corporation, and ".NET," "Visual Basic," and "SQL Server" are trademarks of Microsoft 
Corporation. 
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